
The Genie GAHDB650IR is a professional, 
modern bullet design CCTV camera with 

4-in-1 technology (AHD, TVI, CVI, CVBS). It 
utilises a superb 6-50mm auto iris motorised 

varifocal IR lens and offers up to 60m 
viewing when the IR illumination is switched 

on.

• 1/2.9” 2.1 Mega-pixel Sony CMOS

• Supports 4 video signal output (AHD/TVI/

CVI/CVBS), Default video output is AHD 

• Supports Dip switch for signal changes 

• Defog, DWDR, 3DNR, DSS, UTC

Key Features

2MP AHD 4-in-1 Motorised Lens Camera

GAHDB650IR

BULLET CAMERA

• 42pcs SMD LED’s

• IR Range: Up to 60m (180.3~196.7ft) (Outdoor) 

• 6-50mm auto iris motorised varifocal IR lens, 

Viewing angle: Horizontal: 46°-6° 



      

Bioaccess Sales Ltd. reserves the right to change 
specifications without notice. Please contact your 
representative to confirm current specifications.

Sales +44(0)1707 330541
Enquiries sales@genieproducts.co.uk
Website www.genieproducts.co.uk

Specification

Functions

OSD Yes

White Balance ATW

Back Light 
Compensation

AUTO

Auto Gain Control ON

Defog OFF/ON

DNR OFF/ON

WDR OFF/ON

Day&Night AUTO/Colour/B&W/Ext

IR Distance Up to 60m

Gamma 0.45

Video Output AHD (TVI / CVI / CVBS)

Others

Ingress Protection IP66

Power Supply DC12V ±10%

Current Consumption 630mA (MAX)

Working Environment -30°C~+60°C
-30°C~+40°C

Dimensions 231 × 84 × 110 mm

Weight 720g

Camera

Image Sensor 1/2.9”Sony 2.1MP CMOS

Scanning System Progressive

Resolution 1080p

Electronic Shutter NTSC:1/60-1/100,000S PAL:1/50-
1/100,000S

Minimum Illumination 0 Lux (42pcs SMD LED’s ON)

Lens 6-50mm auto iris motorised varifocal 
IR Lens

Viewing Angle Horizontal: 46°- 6°

S / N Ratio ≥52dB

Vertical Frequency NTSC: 60Hz, PAL: 50Hz

Pixels 1920 (H) x 1080 (V)

Filter Removable IR Cut Filter
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Accessories

PSU1SM
DC12V 1A Regulated Switch 
Mode Power Supply

mailto:sales%40genieproducts.co.uk?subject=Product%20Enquiry
https://www.genieproducts.co.uk

