GHDJB

COVERT CAMERA

2.1MP AHD Wall Mount Junction Box Style Camera

Key Features

« Sony 1/2.9" 2.19MP Progressive Scan CMOS « WDR, 3D DNR, Defog

« 1080p (1920x1080) @ 30 (25)fps « UTC function supports OSD Control
« 4-in-1 output (AVI, TVI, CVI, CVBS) « Camera module

« Fixed Board Lens « Conical pinhole lens

« Mechanical Day&Night * NDAA compliant

The Genie GHDIJB is a 2.1IMP AHD wall mount
junction box style camera suitable for covert
operations.




Specification

Camera

Image Sensor

Video Output

Others

1/2.9" Progressive Scan CMOS

TVI, AVI, CVI : 1080p @ 30(25)fps /
720p @ 60fps (50fps) / 720p @ 30fps
(25fps)

TV out : CVBS NTSC/PAL

Conical Pinhole Fixed Board Lens,
3.6mm, F 2.0

AUTO/FLICKER/MANUAL/
(1/30(25)~1/30,000)

AVI, TVI, CVI, CVBS

Power Supply

DC12V(+10%)

Functions

White Balance

Auto Gain Control
(AGC)

Language

AUTO/AUTO EXT/PUSH LOCK/
MANUAL

OFF/BLC/HLC/WDR (4 Zones
selectable)

8 languages

Temperature Operating: -10°C~+50°C
Conditions Storage: -20°C~+60°C
Accessories

PSU1SM

DC12V 1A Regulated Switch

Mode Power Supply

Bioaccess Sales Ltd. reserves the right to change
specifications without notice. Please contact your
representative to confirm current specifications.

Sales +44(0)1707 330541
Enquiries sales@genieproducts.co.uk
Website www.genieproducts.co.uk


mailto:sales%40genieproducts.co.uk?subject=Product%20Enquiry
https://www.genieproducts.co.uk

