
The Genie NKP-VRS2 is a vandal resistant 
125KHz keypad reader. The keypad comes 

with blue backlit buttons and a status LED as 
well as being compatible with Genie Sphinx 

access control system.

•	Supports pin and card formats

•	Vandal resistant

•	Blue backlit design

•	Optical tamper detection technology

Key Features

IP65 125KHz Vandal Resistant Networkable Keypad and Proximity Reader

NKP-VRS2

PROXIMITY READER

•	6 wire shielded interface cable

•	8 programmable pin transmission modes

•	Supports wiegand 26 bit transmission 

formats



      

Bioaccess Sales Ltd. reserves the right to change 
specifications without notice. Please contact your 
representative to confirm current specifications.

Sales +44(0)1707 330541
Enquiries sales@genieproducts.co.uk
Website www.genieproducts.co.uk

Specification

Maximum Read Range 50mm

Modulation 125KHz

Compatible Cards 26-bit wiegand compatible

IP Rating IP65

Operating Voltage DC7-12V

Operating Current ≤100mA

Standby Current ≤50mA

Working Temperature -20°C to 75°C

Operating Humidity 5 to 95%

LED Control Input Dry contact, normally open

Dimensions 126 x 90 x 22 mm

Weight 490 g
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