
The Genie LM-7323V2 is a 7” LCD monitor 
with 6 video inputs.

• Heavy Duty Metal Housing

• 7” LCD Screens

• RCA Video x 2 Inputs

Key Features

7” Surface Mount Monitor

LM-7323V2

MONITOR

• 15Pin D-sub x1 Inputs

• HDMI x 2 inputs

• USB x1 input

• Panel Mount or Stand Alone

• DC12V

7” Surface Mount Monitor7” Surface Mount Monitor



      

Bioaccess Sales Ltd. reserves the right to change 
specifi cations without notice. Please contact your 
representative to confi rm current specifi cations.

Sales +44(0)1707 330541
Enquiries sales@genieproducts.co.uk
Website www.genieproducts.co.uk

Specifi cation

Others

OSD Controls Volume, Brightness, Contrast, 
Sharpness, Color

Work Humidity 95% RH

Operating Temperature -30°C ~ 85°C

Storage Temperature -40°C ~ 95°C

Operate Temperature & 
Humidity

+60°C , 90%

Response Time 10 msec (Tr)

PC Input RGB Analogue Input 15 Pin D-sub x 1

Video Input RCA x2, VP-P 75Ω ,

HDMI Input HDMI x 2

USB Input USB x 1

DVI Input DVI x1 (Optional )

Dimensions 192.0(W) x 136.0(H) x 40.5(D) mm

Monitor

Panel Type Colour TFT LCD

Resolution 1280 × 600

Active Area 152.0(W) X 90.0(D)mm

Dot Pitch 0.0675(W) X 0.2025(H)

Video System NTSC & PAL Dual System

Backlight power 
consumption

1.782W

Viewing Angel L/R: 70°/70°, TOP: 50°, Bottom: 70°

Power Source DC 12V

Power Consumption 390mA, 4.7W

LCD Screen 164.9 (W) x 100.0 (H) x 5.2 (D) mm

Brightness 250 cd/m2
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