
The Genie GAC2000 is a versatile biometric 
access control device that combines networked 
fingerprint recognition, multi-format proximity 
card compatibility, and live biometric sensing 

to deliver robust security in a compact, efficient 
design. With support for unlimited server-stored 
templates, the GAC2000 is built for scalability, 

making it ideal for organisations of any size.

Next-Generation Access Control with Networked Fingerprint Technology

GAC2000

BIOMETRIC READER

• Fingerprint Recognition Technology

• Live Biometric Sensor

• 1:5,000 matches in 1 second

• Recognition in Terminal only, Server fi rst 

Key Features

Recognition

• Unlimited Template Capacity

• Power over Ethernet

• Multi-Proximity Cards

• Exit Reader

• On-Line and Off-Line seamless operation

Recognition



      

Bioaccess Sales Ltd. reserves the right to change 
specifications without notice. Please contact your 
representative to confirm current specifications.

Sales +44(0)1707 330541
Enquiries sales@genieproducts.co.uk
Website www.genieproducts.co.uk

Specification

Others

PoE 802.3af

Authorisation Mode Card / Fingerprint, Fingerprint,
Card + Fingerprint

IP Rating IP65

Wiegand Wiegand In & Out

OSDP Output Support, Card Number as Default

Tamper Switch

Operating Temp - 20’C ~ 50’C

Operating Voltage 12vDC, 300mA

Dimensions (mm) W45 x H135 x D58

Certificates CE, FCC, RoHS

Fingerprint

CPU 32 bits ARM® Cortex-M4 Processor

Fingerprint Sensor Capacitive

RF Card Option U: Mifare/DesFire, Mifare Sector, CPU

Multi-Proximity Cards HID, AWID, EM, KKID

Template Capacity 3,000 PCS (5,000 Option) fingerprints 
with on device memory
Unlimited using SPHINX-4 On-Line

Log Capacity 200,000

User Fingerprint up to 3 fingerprints per person

Communication TCP/IP 100MBPS Auto Sensing


